
GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Body Electrical System > Fuses And 

Relays > Components and Components Location

Component Location

1. Engine room relay box 

2. Passenger compartment junction box 

3. ICM relay box 

4. Engine room sub-box 



GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Body Electrical System > Fuses And Relays > Relay 

Box (Engine Compartment) > Components and Components Location

Components







Check for continuity between the terminals. 

GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Body Electrical System > Fuses And 

Relays > Relay Box (Engine Compartment) > Repair procedures

Inspection

1. Cooling fan (HI) relay 9. ESCL (IGN1) 

2. Cooling fan (LO) relay 10. ESCL (ACC) 

3. A/con relay 11. Fog lamp relay 

4. Head lamp (HI) relay 12. Wiper relay 

5. Head lamp (LO) relay 13. Back up lamp relay 

6. Horn relay 14. ECU main relay 

7. Start relay 15. Fuel pump relay 

8. ESCL (IGN2) 16. Sub start relay 

Power Relay Test (Type A)

1. There should be continuity between the No.30 and No.87 terminals when power and ground are connected to the 

No.85 and No.86 terminals. 

2. There should be no continuity between the No.30 and No.87 terminals when power is disconnected. 

[A] Type:  

3. A/con relay 11. Fog lamp relay 

4. Head lamp (LO) relay 13. Back up lamp relay 

5. Head lamp (HI) relay 15. Fuel pump relay 

6. Horn relay 16. Sub start relay 



Check for continuity between the terminals. 

Check for continuity between the terminals. 

Power Relay Test (Type B)

1. There should be continuity between the No.30 and No.87 terminals when power and ground are connected to the 

No.85 and No.86 terminals. 

2. There should be continuity between the No.30 and No.87a terminals when power is disconnected. 

[B] Type:  

1. Cooling fan (HI) relay 8. ESCL (IGN2) 

2. Cooling fan (LO) relay 9. ESCL (IGN1) 

3. Start relay 10. ESCL (ACC) 

Power Relay Test (Type C)

1. There should be continuity between the No.30, 87a and No.87 terminals when power and ground are connected 

to the No.85 and No.86 terminals. 

2. There should be no continuity between the No.30, 87a and No.87 terminals when power is disconnected. 

[C] Type : 



Check for continuity between the terminals. 

14. ECU main relay 

Power Relay Test (Type D)

1. There should be continuity between the No.30 and No.87 terminals when power and ground are connected to the 

No.85 and No.86 terminals. 

2. There should be continuity between the No.30 and No.87 terminals when power is disconnected. 

[D] Type: 

12. Wiper relay 

Fuse Inspection

1. Be sure there is no play in the fuse holders, and that the fuses are held securely. 

2. Are the fuse capacities for each circuit correct? 

3. Are there any blown fuses? 

If a fuse is to be replaced, be sure to use a new fuse of the same capacity. Always determine why the fuse blew 

first and completely eliminate the problem before installing a new fuse. 
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Box (Passenger Compartment) > Components and Components Location

Components
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Relays > Relay Box (Passenger Compartment) > Repair procedures

Fuse Inspection

1. Be sure there is no play in the fuse holders, and that the fuses are held securely. 

2. Are the fuse capacities for each circuit correct? 

3. Are there any blown fuses? 

If a fuse is to be replaced, be sure to use a new fuse of the same capacity. Always determine why the fuse blew 

first and completely eliminate the problem before installing a new fuse. 

Replacement

Passenger Compartment Junction Box

1. Disconnect the negative(-) battery terminal. 

2. Remove the crash pad lower panel(A). 

(Refer to BD group - "Crash pad") 

3. Remove the passenger compartment junction box(A) after loosening the mounting nut(2EA) and bolt(1EA) and 

disconnecting the connectors. 

4. Installation is the reverse of removal. 



GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Body Electrical System > Fuses And Relays > ICM 

(Integrated Circuit Module) Relay Box > Components and Components Location

Component



The ICM is united with many kinds of relay and installed inside the driver crash pad lower panel. 

GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Body Electrical System > Fuses And 

Relays > ICM (Integrated Circuit Module) Relay Box > Description and Operation

Description



Check for continuity between the terminals. 

Check for continuity between the terminals. 

Check for continuity between the terminals. 

GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Body Electrical System > Fuses And Relays > ICM 

(Integrated Circuit Module) Relay Box > Repair procedures

Inspection

Hazard Lamp Relay

1. There should be continuity between the No.13 and No.12 terminals when power and ground are connected to the No.13 

and No.3 in the ICM relay B terminals. 

2. There should be no continuity between the No13 and No.12 terminals when power is disconnected. 

Burglar Alarm Horn

1. There should be continuity between the No.8 and No.9 terminals when power and ground are connected to the No.8 

and No.1 in the ICM relay B terminals. 

2. There should be no continuity between the No.8 and No.9 terminals when power is disconnected. 

Burglar Alarm

1. There should be no continuity between the No.11 and No.10 terminals when power and ground are connected to the 

No.11 and No.4 in the ICM relay B terminals. 

2. There should be continuity between the No.11 and No.10 terminals when power is disconnected. 

Removal

1. Disconnect the negative(-) battery terminal. 

2. Remove the crash pad lower panel(A). 

(Refer to BD group - "Crash pad") 

3. Remove the ICM relay box(A) after disconnecting the connector and removing the mounting nut. 

Installation

1. Install the ICM relay box. 

2. Install the crash pad lower panel. 


